
WE-12
Water Eliminator

AXI Water Eliminators remove water from fuel tanks.  In order to store fuel for an extended period of time, it is ideal to have 
dry fuel to prevent microbial growth and other detrimental conditions.  Dry and stable fuel extends the life of filter elements, 
injectors, and high pressure fuel pumps.  It eliminates the need for toxic biocides, periodic tank cleaning, and prevents 
corrosion and fuel line freezing.

 

To remove large amounts of water and sludge, AXI 
manufactures a series of mobile fuel polishing systems. 

 

 

WATER ELIMINATOR SPECIFICATIONS

Model
Length

Dry Weight
Dia. / Min Tank Openin

Packaging
Capacity

Refill Bag N/A
Shipping Weight

WE-12
12” (30.48 cm)

4.5 lbs (2 kg)
1.85” (4.7 cm)

(1) 12” (30.48cm) Cartritge 
(2) 39” (1m) SS Chain
(1) Snap Hook

1 gal (3.8 l)

N/A

Water eliminators can be used in the following fluids:
FLUID APPLICATIONS

WATER ELIMINATOR USAGE

Oil
Kerosene
Hydraulic Fluid

Diesel Fuel
Gasoline
Jet Fuel

1.239.690.9589
AXI.International AXInternational AXIFuel AXIFuel1.877.425.4239  Toll Free

www.AXI-International.com

*For tanks greater than 72” (182.88 cm) in depth, an 
additional lanyard will be required.

AXI Water Eliminators absorb water out of petroleum fluids. 
Simply drop the unit into the fuel tank and secure the lanyard
or chain to the fill cap, or any other secure fastening point.  
The crystals inside the Water Eliminator will absorb water 
from the tank and swell up to a larger size.  Once the crystals
expand to the capacity of the unit, the Elminiator can be 
removed, leaving the stored fuel dry.
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